
DRAFT 

Technician  Date:       
 

GRAVEL ROAD RATING - ASSESSMENT REPORT 
 

IRIS #:   ROAD NAME:     SECTION:  SECTION LENGTH:  WIDTH:   
 

GRADER ZONE:   LAST GRADING:   DUST CONTROL MILEPOSTS:     

Surface 

rating 

Visible Features* General Conditions/ 

Treatment Measures 

Milepost(s (From/To) Cumulative 

Rating Length 

Raw Score  

(length x rating) 

5 

(Very Good) 

Continuous, uniform crown.  Little or no loose aggregate.  Slight washboarding. Recently regraded. Good crown and 

drainage throughout. Adequate gravel 

for traffic. Routine grading may be 

needed. 

   

4 

(Good) 

Visible crown.  Gravel layer adequate.  Mild washboarding (1/4” to ½” deep over 

10-25% of the area).  No rutting.  Infrequent potholes less than 1” deep. 

Shows some minor traffic effects.  

Routine grading may be needed. 

  (multiply by 2) 

3 

(Moderate) 

Visible crown. Gravel layer mostly adequate but additional aggregate may be 

needed in some locations to correct distresses. Moderate washboarding (1/2”–1” 

deep) over 10% - 25% of the area. Moderate dust, partial obstruction of vision.  

Slight rutting (less than 1” deep). An occasional small pothole (1” to 2” deep). 

Shows traffic effects. Some areas may 

need additional gravel. 

  (multiply by 3) 

2 

(Poor) 

Little or no crown. (Some areas (approximately 25%) with little or no aggregate. 

Moderate to severe washboarding (over 1” deep) over 25% of area. Moderate 

rutting (1”–3”), over 10% - 25% of area. Moderate potholes (2”–4”) over 10% - 25% 

of area. 

Travel at speeds less than 25 mph may 

be necessary. Grading necessary. 

Needs additional aggregate. 

  (multiply by 4) 

1 

(Very Poor) 

No roadway crown or road is bowl shaped with extensive ponding. Severe rutting 

(over 3” deep), over 25% of the area. Severe potholes (over 4” deep), over 25% of 

area. Many areas (over 25%) with little or no aggregate. 

Travel may be difficult and road may 

be closed at times. Needs 

rehabilitation. 

  (multiply by 5) 

Note Areas of excessive washboarding, rutting, potholes, or other distress.  Failed roads 

(category 0) are not evaluated. 

 Total Length Total Score 

   

Weighted Rating = “Total Score/Total Length):  

 
Additional Comments/Observations:                 
 


